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SIEM-2/5
Order No.: 0255530

PRODUCTINFOS

In-ear Monitoring System

Mono UHF PLL in-ear monitoring system

16 preset channels
Integrated limiter
Loop outputs on the rear panel
Switchable transmitting power
Supplied with high-quality in-ear earphones IE-1
482 mm (19") unit holder DR-900SET for 1 RU rack installation of 2 x SIEM-2/5 transmitter max. is
available at option

There are restrictions or requirements within the EU!

Please read the notes regarding wireless systems in the section “IMPORTANT INFORMATION”!
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TECHNICAL SPECIFICATIONS

SIEM-2/5
General information

Description in-ear monitoring system

Carrier frequency range 518-542 MHz

Audio frequency range 40-18,000 Hz

Channels 2

Operating time > 8 h

Admiss. ambient temp. 0-40 °C

Specifications transmitter

Transmitting power 10/50 mW

Power supply transmitter
˜ 100-240 V
via encl. plug-in power supply

Width transmitter 210 mm

Height transmitter 42 mm

Depth transmitter 180 mm

Weight transmitter 460 g

Connections transmitter
2 x combo (in)
2 x 6.3 mm jack, bal. (loop out)

Specifications receiver

Power supply receiver
2 x batt. AA size,
alkaline (not supplied)

Width receiver 75 mm

Height receiver 160 mm

Depth receiver 32 mm

Weight receiver 90 g

Connections receiver 6.3 mm stereo jack


